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Swichgage® Shutdown Panels with Open Back
for Diesel Engines — WD300 Series

WDI-LY

Features
» Universal Design Ideal for Diesel

Engines Without Fuel Solenoid Built Into
the Injection Pump

» Swichgage Instruments for Low Oil Pres-
sure, High Coolant Temperature

¢ [ncludes Fuel Solenoid Shutdown Valve

WD300 Series

The universally applicable WD300 Series panels are the ideal control solution for a wide variety of diesel engines without

shutdown solenoid in the injection pump.

The standard WD300 Series panel includes basic engine protection for low oil pressure and high coolant temperature. It
also includes Murphy’s SV Series solenoid fuel shut-off valve, (see bulletin SV-99026B).

WD300LV Models

For engines that have the fuel shut-off solenoid built into the injection pump. This model also applicable to battery ignition

engines.
Panel Kits Include:

» Low Lube Oil Pressure Swichgage instrument.
» High Coolant/ Temperature Swichgage instrument.

* 117PH Magnetic Switch.
Specifications

» SV Series Solenoid Fuel Shutoff Valve.
« PB128S Emergency Stop Push Button.

Low Lube Oil Pressure SWICHGAGE®:
¢ 0-100 psi (0-689 kPa) [0-6.89 bar]

« 1/8 NPT process connection

High Coolant SWICHGAGE®:
¢ 130-250°F (54-121°C)
* 48in. (1.2 m) capillary

Dimensions (all Models)

* 1/2 NPT process connection

117PH Magnetic Switch SV Series Solenoid Fuel Shutoff Valve: 12 or
24 volt (specify)

Shipping Weight: 8 Ibs. 8 ozs. (3.9 kgs.)

Shipping Dimensions: 8.5 x 5.25 x 5.5 in. (216 x 133 x 140 mm).
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How to order

Notes:

* = Standard Component or Range and is not required for ordering, see section notes if section has two parts to specify.
* WD300LV: Does not include a SV Fuel Valve.
¢ WD300: Includes an SV Fuel Valve, (WD300-12 = 12 volt valve and WD300-24 = 24 volt valve)

If requirements are outside of the matrix, order panel with free formed text and use the ‘3050xxxx' product number of the base model.

WD3IN0LY
WDano-12
wWDaino-24

PRESSURE
RANGES
A= T5psi
*B = 1iMipsi
C = 150psi

TEMPERATURE

RANGES CAPILLARY

D =22y "4 =dn. 10 = 1M 16 = 16l
*E =250+ 6=60 12= 12N 18= 18N
F =3 i =FiL 14 = 140 20 = 20

G = 20TH-320 NOTE: 20TH ONLY, M10 adapter (std. )

Maximum capibiary length 16 L

NOTE: specify capillary length with range no dash. Borh pants must be stan
dard o leave hlank. otherwise specily both pars. EXAMPLE: E6

ADAPTER NUTS

178 = |/8-27 NPT MID = [0mmx 1.5
174 = |/4-18 NPT MI2=12mmx 1.5
38 = YE-18 NPT Mi4 = 14mm x 1.5

V8B = 3/8-19 BSPT
¥EK = 3/8 NPSF
12 = 1/2-14 NPT
128 = 112 BSPT
172K = 1/2 NPSF
58 = 504-18 UNF
¥4 = 34-14 NPT
V4Ll = 3416 UNF
T8 = 7189 UNC

MI6 = 16mm x 1.5
MIS = 18mm x 1.5
M20 = Ximm x 1.5
M22 =22mmx 1.5
M24 = 2dmm x 1.5

MAGNETIC SWITCHES

*H=11TFH
J=518PH-12
K=518PH-24
L=518APH-12
M=518AFH-24

Warranty - A limited warranty on materials and workmanship is given with this FW Murphy product.
A copy of the warranty may be viewed or printed by going to hitp://www. fwmurphy. comiwarranty
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